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9 3 0 9  

  9309   Cartridge Fuse Links For German Motor 

 

 
 Voltage rating: 32 Volts 

 Material: Spring brass 

 Insulating Body: Bakelite 

 Re-arcing time at: 1.5*IN<=1Hr, 2.5*IN<=1Min 

 Industry packing: 1,000pc/polybag, 20,000pc/14kg/16kg/0.82' 

 Amperage color code: 

Amp� Color�
5A� Yellow�

8A� White�
10A� Green�
15A� Lt. Yellow�

16A� Red�
20A� Ivory�
25A� Blue�
30A� Green�
40A� Black�

 
 
  

  9309PB100   9309B100 

 

 
 Packing: 100pc/polybag+box

10,000pc/10kg/12kg/1.2’ 
 
 
 
 
  

 
 Packing:  

 100pc/plastic box 
10,000pc/12kg/14kg/1.11’ 

 
  9309M   9309B10 

 

 
 Packing:  

20pc/capsule pack 
100pc/inner box 
10,000pc/13kg/15kg/1.2’ 
 
 
 

 

 
 Packing:  

 10pc/ box 
100pc/inner box 
10,000pc/13kg/15kg/1.25’ 

  

  9309C10   9309C20 

 

 
 Packing:  

10pc/blister card 
50cd/500pc/12kg/14kg/2.8’ 
 
 
 
  

 
 Packing:  

20pc/blister card 
50cd/500pc/15kg/17kg/2.8’ 
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9 3 1 0  

  9310   Auto Plug-in Fuse 

 

 
 Voltage rating: 32 Volts 

 Strictire: Zinc Alloy (original material from USA),�

           PC (original material from Japan)�

 Industry packing: 1,000pc/polybag, 10,000pc/14kg/16kg/0.82' 

 Test specification:  Rating Blow Time 

Rating� Blow Time�
110%� >=100Hr�
135%� >=0.75s, <=1800s�
200%� >=0.15s, <=5s�
350%� <=0.08s�

 

 Amperage color code: 

Amp� Color�
2A� Grey�
3A� Violet�
4A� Pink�
5A� Tan�

7.5A� Brown�
10A� Red�
15A� Blue�
20A� Yellow�

25A� White�
30A� Green�
35A� Purple�
40A� Orange�

  
  

  9310B5   9310B10 

 

 
 Packing:  

5pc/plastic box 
100pc/inner box 
5,000pc/14kg/16kg/1.06’ 

 

 
 Packing:  

10pc/plastic box 
100pc/inner box 
10,000pc/16kg/18kg/1.22’ 
 
 

 
  9310B50   9310PB100 

 

 
 Packing:  

50pc/plastic box 
5,000pc/14kg/16kg/1.11’ 
 
 
  

 
 Packing:  

 100pc/polybag+color box 
10,000pc/16kg/18kg/1.22’ 
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  9310B100   9310C5R 

 

 
 Packing: 

100pc/plastic box 
10,000pc/18kg/20kg/1.5’ 
 
 
 
 
 

 

 
 Packing:  

 5pc/blister card 
50cd/1,000pc/14kg/16kg/3.2 

 

  9310C6   9310C5 

 

 
 Packing:  

6pc/blister card 
50cd/1,000cd/14kg/16kg/3’ 
 
 
 
 
  

 
 Packing:  

5pc/blister card 
50cd/1,000cd/14kg/16kg/3’ 

 
  068/6   9310C8 

 

 
 Packing:  

6pc/ blister card 
50cd/500cd/9kg/10kg/2.4’ 
 
 
 
 
 

 

 
 Packing:  

8pc/ blister card 
50cd/500cd/9kg/10kg/2.4’ 

 
  9310C10   9310C50 

 

 
 Packing:  

10pc/ blister card 
50cd/500cd/9kg/10kg/2.4’ 
 
 
 
 
  

 
 Packing:  

50pc/ blister card 
10cd/100cd/14kg/16kg/3.4’ 

 
 



Page 6   Profuse Electronics Co., Ltd. 
 

9 3 11  

  9311   Mini Plug-in Fuse 

 

 
 Voltage rating: 32 Volts 

 Structure: Zinc alloy 

 Industry packing: 1,000pc/polybag, 20,000pc/14kg/16kg/0.82' 

 Test specification:  Rating Blow Time 

Rating� Blow Time�
110%� >=100Hr�
135%� >=0.75s, <=1800s�
200%� >=0.15s, <=5s�
350%� <=0.08s�

 Amperage color code: 

Amp� Color�
2A� Grey�
3A� Violet�
4A� Pink�
5A� Tan�

7.5A� Brown�
10A� Red�
15A� Blue�
20A� Yellow�

25A� White�
30A� Green�
35A� Purple�

  
 
  9311PB100   9311B100 

 

 
 Packing:  

100pc/polybag+color box 
10,000pc/10kg/12kg/0.82’ 
 
 

 

 
 Packing:  

100pc/plastic box 
10,000pc/12kg/14kg/1.4’ 

  
  9311C5   9311CB 

 

 
 Packing:  

5pc/blister card 
50cd/1000cd/11kg/13Kg/3’ 
 
  

 
 Packing:  

8pc/blister card 
50cd/500cd/14kg/16Kg/2.8’ 

 
  9311C6   9311C10 

 

 
 Packing:  

6pc/blister card 
50cd/1000cd/12kg/14Kg/3’ 
 
 

 

 
 Packing:  

10pc/blister card 
50cd/500cd/9kg/10Kg/2.8’ 
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9 3 1 2  ~  9 3 1 3  
 
  9312   Maxi Plug-in Fuse 

 

 
 Voltage rating: 32 Volts 
 Structure: Zinc alloy 
 Industry packing: 100pc/polybag, 2,000pc/18kg/20kg/1.2' 
 Amperage color code: 

 Amp� Color�
20A� Yellow�

30A� Green�
35A� Lt. Red�
40A� Orange�
50A� Red�
60A� Blue�
70A� Tan�
80A� White�
100A� Violet�

   
 
  9312B20   9312C1 

 

 
 Packing:  

20pc/plastic box 
200pc/inner box 
2000pc/21kg/22lg/1.11’ 
 
 
  

 
 Packing:  

1pc/blister card 
50cd/500cd/9kg/10Kg/2.8’ 

 
  9313   Auto Glass Fuse 

 

 
 Voltage rating: 32V/125V/125V 
 Body: Glass tube, Flat metal: Zinc alloy 
 Industry packing: 1,000pc/polybag, 10,000pc/17kg/18kg/0.82' 
 Test specification: 

Rating Blow Time 
110%  >= 4Hr 
135%  <= 1Hr 
200%  <= 10 sec 

 
 Dimension available: 

No.  Amp  Dimensions 
1AG  1A to 30A 1/4" X 5/8" (6.35dia X 16mm) 
SFE6  6A 1/4" X 3/4" (6.35dia X 19mm) 
2AG  7.5A, 9A 1/4" X 7/8" (6.35dia X 22mm) 
3AG  1A to 50A 1/4" X 1-1/4" (6.35dia X 31.75mm) 
8AG  5A to 30A 1/4" X 1" (6.35dia X 25mm) 

SFE14  14A 1/4" X 1-1/16" (6.35dia X 27mm) 
9AG  30A, 50A 1/4" X 1-7/16" (6.35dia X 36mm) 
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9 3 1 3  ~  9 3 1 5  

  9313PB100   9313B100 

 

 
 Packing:  

100pc/polybag+color box 
10,000cd/18kg/20Kg/1.22’ 
 
 
 

 

 
 Packing:  

100pc/plastic box 
10,000cd/18kg/20Kg/1.8’ 

 
  9313B5   068/8 

 

 
 Packing:  

5pc/box 
100pc/inner box 
10,000cd/18kg/20Kg/1.25’ 
 
  

 
 Content: 5AX1pc, 10AX5pc 

         15AX3pc, 20AX1pc 
 Packing:  

10pc/blister card 
50cd/500cd/9kg/10Kg/2.4’ 

 
  9313C5   9314C4 

 

 
 Packing:  

5pc/blister card 
50cd/500cd/9kg/10Kg/2.4’ 
 
 
 

 

 
 Packing:  

4pc/blister card 
50cd/500cd/16kg/18Kg/2.8’ 

 
  9314   Auto Glass Fuse 5AG 

 

 
 Voltage rating: 125V/250V 
 Caps: Cylindrical iron, both nickel and gold finish are available 
 Body: Glass tube, Flat metal: Zinc alloy 
 Dimension: 10.3diaX38mm 
 Amperage rating: 0.5A to 80A 
 Industry packing: 100pc/polybag, 2,000pc/18kg/20kg/1.2' 
 Test specification:  

Rating� Amp � Blow time�
110% � 35A-60A� >= 4Hr �
110% � 0.5A-30A� >= 4Hr �
135%� 0.5A-30A� <= 1Hr �
200% � 0.5A-8A � <= 5s �
200% � 10A-30A � <= 10s �
300% � 35A-60A � <= 4s �

   
  9315   Auto Glass Fuse 

 

 
 Body: Glass tube, Flat metal: Zinc alloy 
 Dimension: 5.0diaX20mm 
 Industry packing: 1,000pc/polybag, 20,000pc/10kg/12kg/0.82' 
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9 3 2 1 M  ~  9 3 2 1 F  
 
  9321M   Fuse Link: Straight Male Type 

 

 
 Voltage rating: 32Volts 
 Packing: 50pc/inner box, 1,000pc/9kg/10kg/1.3' 
 Amperage color code: 

Amp� Color�
20A� White�
30A� Pink�
40A� Green�
50A� Red�
60A� Yellow�

70A� Brown�
80A� Black�
100A� Blue�
120A� Grey�

   
  9321MY   Fuse Link: Straight Male Type 

 

 
 Voltage rating: 32Volts 
 Packing: 50pc/inner box, 1,000pc/9kg/10kg/1.3' 
 Amperage color code: 

Amp� Color�
20A� White�
30A� Pink�
40A� Green�
50A� Red�
60A� Yellow�

70A� Brown�
80A� Black�
100A� Blue�
120A� Grey�

   
  9321F   Fuse Link: Female Type 

 

 
 Voltage rating: 32Volts 
 Packing: 50pc/inner box, 1,000pc/8kg/9kg/1.3' 
 Amperage color code:  

Amp� Color�
20A� White�
30A� Pink�
40A� Green�
50A� Red�
60A� Yellow�

70A� Brown�
80A� Black�
100A� Blue�
120A� Grey�
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9 3 2 1 S F  ~  9 3 2 1 M L  
 
  9321SF   Fuse Link: Female Type 

 

 
 Voltage rating: 32Volts 
 Packing: 50pc/inner box, 1,000pc/8kg/9kg/1.3' 
 Amperage color code: 

Amp� Color�
20A� White�
30A� Pink�
40A� Green�
50A� Red�
60A� Yellow�

70A� Brown�
80A� Black�
100A� Blue�
120A� Grey�

   
  9321L   Fuse Link: 62mm Bent-Male Type 

 

 
 Voltage rating: 32Volts 
 Packing: 50pc/inner box, 1,000pc/9kg/10kg/1.3' 
 Amperage color code:  

Amp� Color�
20A� White�
30A� Pink�
40A� Green�
50A� Red�
60A� Yellow�

70A� Brown�
80A� Black�
100A� Blue�
120A� Grey�

  
 
  9321ML   Fuse Link: 48mm Bent-Male Type 

 

 
 Voltage rating: 32Volts 
 Packing: 50pc/inner box, 1,000pc/9kg/10kg/1.3' 
 Amperage color code:  

Amp� Color�
20A� White�
30A� Pink�
40A� Green�
50A� Red�
60A� Yellow�

70A� Brown�
80A� Black�
100A� Blue�
120A� Grey�
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9 3 2 1 M F  ~  9 3 2 1 N P  
 
  9321MF   Fuse Link: Mini Female Type 

 

 
 Voltage rating: 32Volts 
 Packing: 50pc/inner box, 1,000pc/8kg/9kg/0.8’ 
 Amperage color code:  

Amp� Color�
20A� White�
30A� Pink�
40A� Green�
50A� Red�
60A� Yellow�
70A� Brown�
80A� Black�

   
  9321P   Fuse Link: Maxi-Hook Type 

 

 
 For Nissan cars 
 Voltage rating: 32Volts 
 Packing: 50pc/inner box, 1,000pc/9kg/10kg/0.8’ 
 Amperage color code:  

Amp� Color�
45A� Red�
65A� Black�
75A� Grey�

  
 
  
 
  

 
  9321NP   Fuse Link: Mini-Hook Type 

 

 
 Voltage rating: 32Volts 
 Packing: 50pc/inner box, 1,000pc/8kg/9kg/0.8' 
 Amperage color code: 

Amp� Color�
25A� Brown�
30A� Green�
40A� Lt. Green�
50A� Red�
60A� Yellow�
70A� Lt. Brown�
80A� Black�
100A� Blue�
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9 3 2 9  ~  9 3 3 7  

  9329   Honda Flat Fuse 

 

 
 Structure: Zinc alloy 
 Voltage rating: 125V/250V 
 Applied for 6.35*25mm 

 
 
 
 

 
  9337   ANL Fuse 

 

 
 Voltage rating: 32Volts  
 Insulating body: PBT 
 Material: Spring brass 
 Amperage rating: 35A~300A 

 
 
 
 

 


